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WQ Type Submersible Sewage Pump
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Technology performance data

. o = srmm o & it B
Sp?ﬁ%liel Capacity | Head Siggd Cz?r;ﬁs*go%c;i;ng Maoisz%lﬁ;zo Trlfégéj?ﬁje
n(r/min) frame No. | —upling system (®mm)
WQ1300-16-90 1300 16 M280A(M280G)|  400GAK 125 1800
WQ1600-12-90 | 1600 12 980 | 78 90 400  |M280A(M280G)|  400GAK 125 1800
WQ2000-10-90 2000 10 980 79 90 400  |M280A(M280G)|  400GAK 125 1800
WQ3000-6-90 3000 6 740 81 90 500 M315 500GAK 125 2500
WQ650-37-110 650 37 1470 | 74.3 110 250  |M280A(M280G)| 250GAK 100 1850
WQ800-30-110 800 30 | 1470 | 75 110 250 |M280A(M280G)| 250GAK 100 1850
WQ1300-20-110 | 1300 20 980 | 77.5 110 400  |M280A(M280G)|  400GAK 125 1900
WQ1600-16-110 | 1600 16 980 78 110 400  |M280A(M280G)| 400GAK 125 1900
WQ2000-13.5-110| 2000 | 13.5 | 980 | 79 110 400  |M280A(M280G)|  400GAK 125 1900
WQ2500-10-110 | 2500 10 740 80 110 500 M315 500GAK 125 2500
WQ3000-8-110 3000 8 740 81 110 500 M315 500GAK 125 2500
WQ4000-6-110 | 4000 6 740 | 81.5 110 500 M315 500GAK 125 2500
WQ650-45-132 650 45 1470 | 74.3 132 250  |M280A(M280G)| 250GAK 100 1950
WQ800-38-132 800 38 1470 | 75 132 250 |M280A(M280G)| 250GAK 100 1950
WQ1000-30-132 | 1000 30 1470 | 76 132 250  |M280A(M280G)| 250GAK 100 1950
WQ1300-24-132 | 1300 24 980 | 77.5 132 400 M315 400GAK 125 2300
WQ1600-20-132 | 1600 20 980 78 132 400 M315 400GAK 125 2300
WQ2000-16-132 | 2000 16 980 79 132 400 M315 400GAK 125 2300
WQ2500-13-132 | 2500 13 740 80 132 500 M315 500GAK 125 2500
WQ3000-10-132 | 3000 10 740 81 132 500 M315 500GAK 125 2500
WQ650-50-160 650 50 1470 | 74.3 160 250 M315 250GAK(A) 100 2100
WQ800-42-160 800 42 1470 | 75 160 250 M315 250GAK(A) 100 2100
WQ1000-35-160 | 1000 35 1470 | 76 160 300 M315 300GAK(A) 100 2100
WQ1300-26-160 | 1300 26 980 | 77.5 160 400 M315 400GAK 125 3550
WQ1600-22-160 | 1600 22 980 | 77.5 160 400 M315 400GAK 125 3550
WQ2000-18-160 | 2000 18 980 79 160 400 M315 400GAK 125 3550
WQ2500-14.5-160| 2500 | 14.5 | 980 80 160 500 M315 500GAK 125 3800
WQ3000-13-160 | 3000 13 980 81 160 500 M315 500GAK 125 3800
WQ500-70-185 500 70 1470 | 70 185 300 M315 300GAK(A) 60 3900
WQ700-55-185 700 55 1470 | 74 185 300 M315 300GAK(A) 60 3900
WQ1000-40-185 | 1000 40 1470 | 80 185 300 M315 300GAK(A) 125 3900
WQ1300-30-185 | 1300 30 980 77 185 400 M355 400GAK 125 3900
WQ1600-25-185 | 1600 25 980 79 185 400 M355 400GAK 125 3900
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WQ2000-20-185 M355 500GAK 3900
WQ3000-14-185 3000 14 980 80 185 500 M355 500GAK 125 3900
WQ4000-10-185 4000 10 740 79 185 600 M355 600GAK 180 3900
WQ500-75-200 500 75 1470 70 200 300 M315 300GAK(A) 60 3950
WQ700-60-200 700 60 1470 74 200 300 M315 300GAK(A) 60 3950
WQ1000-44-200 1000 44 1470 80 200 300 M315 300GAK(A) 125 3950
WQ1300-32-200 1300 32 980 77 200 400 M355 400GAK 125 3950
WQ1600-27-200 1600 27 980 79 200 400 M355 400GAK 125 3950
WQ2000-22-200 2000 22 980 79 200 500 M355 500GAK 125 3950
WQ3000-15-200 3000 15 980 80 200 500 M355 500GAK 125 3950
WQ4000-11-200 4000 11 740 79 200 600 M355 600GAK 180 3950
WQ600-75-220 600 75 1470 72 220 300 M315 300GAK(A) 60 4200
WQ800-60-220 800 60 1470 74 220 300 M315 300GAK(A) 60 4200
WQ1000-46-220 1000 46 1470 76 220 300 M315 300GAK(A) 125 4200
WQ1300-35-220 1300 35 980 77 220 400 M355 400GAK 125 4200
WQ1600-30-220 1600 30 980 79 220 400 M355 400GAK 125 4200
WQ2000-24-220 2000 24 980 79 220 500 M355 500GAK 125 4200
WQ3000-17-220 3000 17 980 80 220 500 M355 500GAK 125 4200
WQ4000-12-220 4000 12 740 80 220 600 M355 600GAK 180 4200
WQ600-80-250 600 80 1470 72 250 300 M355 400GAK 60 4250
WQ800-65-250 800 65 1470 74 250 300 M355 400GAK 60 4250
WQ1000-52-250 1000 52 1470 76 250 300 M355 400GAK 125 4250
WQ1300-40-250 1300 40 980 77 250 400 M355 400GAK 125 4250
WQ1600-35-250 1600 35 980 79 250 400 M355 400GAK 125 4250
WQ2000-28-250 2000 28 980 79 250 500 M355 500GAK 125 4250
WQ2500-26-250 2500 26 980 79 250 500 M355 500GAK 125 4250
WQ3000-20-250 3000 20 980 81 250 500 M355 500GAK 125 4250
WQ4000-15-250 4000 15 740 80 250 600 M355 600GAK 180 4250
WQ700-80-280 700 80 1470 72 280 300 M355 400GAK 60 5200
WQ1000-65-280 1000 65 1470 80 280 400 M355 400GAK 125 5200
WQ1300-50-280 1300 50 1470 81 280 400 M355 400GAK 125 5200
WQ1700-40-280 1700 40 1470 81 280 500 M355 500GAK 125 5200
WQ2400-30-280 2400 30 980 81 280 500 M355 500GAK 125 5200
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Technology performance data Technology performance diagram
- e 2 Siggd Rk | REDE | HAOE s bl ﬂﬁ?ﬁé’fﬁ%a
Spec.&Model n(r/min) framz No. . -upling system ‘E%”n'ﬁ'nif s s 3
H ST
WQ3000-24-280 | 3000 24 | 980 | 82 280 500 M355 500GAK 125 5200 °
WQ3600-20-280 | 3600 | 20 | 740 | 82 280 600 M355 600GAK 180 5200 g vakb
WQ4500-15-280 | 4500 15 | 740 | 80 280 600 M355 600GAK 180 5200 s =i T s
WQ600-100-315 | 600 100 | 1470 | 70 315 300 M355 400GAK 60 6500 " ? ﬁé "
- — -
WQ800-80-315 | 800 80 | 1470 | 75 315 300 M355 400GAK 60 6500 E T & B
WQ1300-65-315 | 1300 65 | 1470 | 81 315 400 M355 400GAK 125 6300 < ‘N§ # _
WQ1600-50-315 | 1600 50 | 1470 | 80 315 400 M355 400GAK 125 6500 - = :
WQ1800-44-315 | 1800 | 44 | 980 | 80 315 500 M355 500GAK 125 6300 e e
WQ2000-40-315 | 2000 | 40 | 980 | 82 315 500 M355 500GAK 125 6300 2 2
WQ2400-32-315 | 2400 32 | 980 | 80 315 500 M355 500GAK 125 6300 g g
WQ3000-25-315 | 3000 | 25 | 980 | 80 315 500 M355 500GAK 125 6300
WQ3600-22-315 | 3600 | 22 | 740 | 81 315 600 | _____ 600GAK 180 6500 2 s
WQ3800-20-315 | 3800 | 20 | 740 | 82 315 600 | 600GAK 180 6500 ) 7 )
WQ4200-18-315 | 4200 18 | 740 | 81 315 600 | _____ 600GAK 180 6500 _ N _
WQ5500-14-315 | 5500 14 | 740 | 81 315 600 | 600GAK 180 6500 : :
WQ650-100-355 | 650 100 | 1470 | 70 355 300 M355 400GAK 60 6300 2 5 2
WQ900-80-355 | 900 80 | 1470 | 75 355 300 M355 400GAK 60 6300 E ; g
WQ1400-65-355 | 1400 65 | 1470 | 81 355 400 M355 400GAK 125 6500 o
WQ1700-50-355 | 1700 50 | 1470 | 80 355 400 M355 400GAK 125 6500 E 5 S/ /A g
WQ2000-44-355 | 2000 | 44 | 980 | 81 355 500 M355 500GAK 125 6500 B / : gL H
WQ2200-40-355 | 2200 | 40 | 980 | 81 355 500 M355 500GAK 125 6500 < i g / <
WQ2400-35-355 | 2400 35 | 980 | 80 355 500 M355 500GAK 125 6500 - K4 7\2 : -
WQ3000-30-355 | 3000 30 | 980 | 82 355 500 M355 500GAK 125 6500 _ J SV Q:/ 7 -
WQ3500-25-355 | 3500 | 25 | 740 | 80 355 600 | _____ 600GAK 180 6500 : e fé §77 “jﬁ :
WQ4200-20-355 | 4200 | 20 | 740 | 81 355 600 | _____ 600GAK 180 6500 c §§) 5/ f . ¥ f, :
WQ6000-14-355 | 6000 14 | 740 | 81 355 600 | _____ 600GAK 180 6500 = / S EOr 7§ E
WQ700-100-400 | 700 100 | 1470 | 70 400 30 | 400GAK 60 6500 o
WQ1000-80-400 | 1000 80 | 1470 | 75 400 400 | 400GAK 60 6500 ; G § g 1 | 7 :
WQ1500-65-400 | 1500 65 | 980 | 79 400 400 | _____ 400GAK 125 6500 B} /} j J /9 98 g )
WQ2000-50-400 | 2000 | 50 | 980 | 80 400 500 | ___ 500GAK 125 6500 . 99 3‘7 S Ei .
WQ2500-40-400 | 2500 | 40 | 980 | 81 | 400 500 | _____ 500GAK 125 6500 ARE EE/AE Ei :
WQ3200-32-400 | 3200 32 | 980 | 82 400 500 | 500GAK 125 6500 h M E bl / h
WQ4000-24-400 | 4000 24 | 740 | 81 400 600 | _____ 600GAK 180 6500
WQ6000-16-400 | 6000 16 | 740 | 81 400 600 | ___ 600GAK 180 6500 ) )
RESARE, THHKET R
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WQ Type Submersible Sewage Pump
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WAQ Type installation mode
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Technology performance diagram
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WQ Type Submersible Sewage Pump
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Flexible pipe installation dimension Fixed dry type mounting
| mSModel | ONi [ ONe| G | 0 | d [ L1 [ L2 | W [ H | B[ E2 | F | P |
P
WQ10-10-1 40 50 52 4-018 125 346 413 205 260 185 235 440 475 DN250 DN300 DN400
WQi5-7-1 40 | 50 | 52 | 4-o18 | 125 | 846 | 418 | 205 | 260 | 185 | 285 | 440 | 475 M280A (M280G) M315 M250A (M250G) M315 M280A M280A (M280G)
WQi10-15-1.5 40 50 52 4-018 | 125 | 846 | 415 | 205 | 260 | 185 | 285 | 440 | 475 BABART| 17001300 1700x1300 1600x1200 1700x1300 1900x1400 1900 x 1400
WQ15-10-1.5 40 50 52 4-018 125 346 413 205 260 185 235 440 475

WQ25-8-1.5 40 50 52 4-018 125 346 413 205 260 185 235 440 475 o 853 853 880 835 950 1050
WQ15-20-2.2 50 50 65 4-018 125 405 435 250 280 245 250 460 500 H* 1100 1100 1100 1000 1100 1100
WQ25-14-2.2 50 50 65 4-018 125 405 435 250 280 245 250 460 500 "

WQ40-10-2.2 50 50 65 4-018 125 405 435 250 280 245 250 460 500 P 2800 3300 2700 3200 2900 8100
WQ20-22-3 50 50 65 4-018 125 405 435 250 280 245 250 460 500 U 295 295 295 295 320 350

WQ30-16-3 50 50 65 4-018 125 405 435 250 280 245 250 460 500 v 523 523 525 570 650 700

WQ40-12-3 50 50 65 4-018 125 405 435 250 280 245 250 460 500 "

WQ100-5-3 100 | 100 | 127 8018 180 | 540 | 590 | 390 | 345 | 340 | 340 | 500 | 540 w 360 360 458 520 4T 600

WQ20-25-4 50 80 65 8-018 160 465 575 345 395 290 300 675 725 X* 680 680 680 680 680 900

WQ30-18-4 50 80 65 8-018 160 465 575 345 395 290 300 675 725 v 800 800 800 800 800 1000
WQ40-15-4 50 80 65 8-018 160 465 575 345 395 290 300 675 725 "

WQ60-13-4 50 80 65 8-018 160 465 575 345 395 290 300 675 725 r 0 o 0 0 240 300

WQ160-4-4 125 150 152 8-122 240 725 755 505 480 440 455 850 840 e* 4-032 4-032 4-032 4-032 8-132 8-032
WQ180-3-4 125 150 152 8-022 240 700 730 460 430 435 450 790 840 DN 250 250 300 300 200 200

WQ250-2-4 125 150 152 8-122 240 700 730 460 430 435 450 790 840

WQ25-30-5.5 50 50 65 4-018 125 | 640 | 660 | 300 | 280 | 400 | 400 | 855 | 915 DN2 250 250 300 300 400 400

WQ30-21-5.5 100 100 127 8-018 180 750 800 480 435 460 460 855 915

WQ45-18-5.5 100 100 127 8-018 180 750 800 480 435 460 460 855 915 DN400 DN500 DN600
WQ65-15-5.5 100 100 127 8-018 180 750 800 480 435 460 460 855 915 M315 M355 M315 M355 M355
Wotooses | izs [ 150 | tss | o-ose | edo [ sss | 755 | sos | 4e0 | ss0 | o5 | ee0 [ aoo [ B0ERRT|  1900x1400 | 2250x1700 | 2150x1700 | _ 2250x1700 |
WQ100-8-5.5 125 | 150 | 152 | B8-022 | 240 | 725 | 755 | 505 | 480 | 440 | 455 | 850 | 800

WQ200-5-5.5 165 200 202 8-022 295 | 1000 | 1165 | 690 | 660 | 630 | 730 | 920 | 980 o* 1050 1100 1160 1100
WQ20-40-7.5 60 80 77 8-018 160 | 460 | 560 | 300 | 280 | 280 | 320 | 855 | 915 e 1300 1400 1500 1500
WQ45-30-7.5 100 100 127 8-018 180 | 750 | 800 | 480 | 435 | 460 | 460 | 855 | 915 -
WQ50-27-7.5 100 100 127 8-018 180 | 750 | 800 | 480 | 435 | 460 | 460 | 855 | 915 P 3400 3700 3600 3700
WQ70-20-7.5 100 100 127 8-018 180 | 750 | 800 | 480 | 435 | 460 | 460 | 855 | 915 u* 350 450 450 450 n
WQ100-13-7.5 100 100 127 8-018 180 | 780 | 830 | 480 | 435 | 440 | 440 | 855 | 915 v 700 870 800 750 F
WQ150-8-7.5 125 150 152 8-022 240 | 725 | 755 | 505 | 480 | 440 | 455 | 850 | 900 ”n
5
WQ210-6-7.5 165 | 200 | 202 8-022 295 | 1000 | 1165 | 690 | 660 | 630 | 730 | 920 | 980 w 600 650 650 650 =
WQ45-32-11 100 100 127 8-018 180 | 830 | 880 | 530 | 480 | 510 | 515 | 1000 | 1200 X* 900 1200 1200 1200 3
WQ70-22-11 100 100 127 8-018 180 | 830 | 880 | 530 | 480 | 510 | 515 | 1000 | 1200 S o0 A6 G0 0 &
WQ100-16-11 125 150 152 8-022 240 | 850 | 950 | 550 | 555 | 550 | 600 | 1050 | 1250
WQ150-10-11 125 150 152 8-122 240 850 950 550 555 550 600 | 1050 | 1250 r 300 400 400 400
WQ500-5-11 — [ 250 | — 12-022 350 | —— | 1160 | — | 800 | —— | 860 | 1150 | 1350 o 8-032 8-034 8-034 8-034
WQ70-32-15 100 100 127 8-018 180 | 830 | 880 | 530 | 480 | 510 | 515 | 1000 | 1200
4 4
WQ100-22-15 100 100 127 8-018 180 | 830 | 880 | 530 | 480 | 510 | 515 | 1000 | 1200 D1 00 00 500 500
WQ150-17-15 125 150 152 8-022 240 850 950 550 555 550 600 | 1050 | 1250 DN2 400 400 500 500
agg:g_;aqés E ;28 E 132_‘1;2222 igg isg 1915600 isﬂ ggg 2 :Zg :?gg 1?:2 *HBERT, TEEREEEFIL This dimension is only for feference, please confirm it when placin g the orde.
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WQ Type Submersible Sewage Pump

WQ1~15KWHBRERTR

WQ1~15KW auto coupling installation dimensions table

50GAK 50GAK(A) 80GAK 80GAK (A) 100GAK 150GAK 200GAK 250GAK
H/hvits O R~ 800x700 1100x800 900x700 1100x800 1150x900 1200x900 1300x950 1500x1150

M180A(M160G)~M225A HBRERT%

M180A(M160G)~M225A auto coupling installation dimensions table

weoAeG)| ez [wniiion)] wezon [wsoniiene) wazsn | wezon |

LANSHENGROUP

DN 50 50 80 80 100 150 200 250
A 166 160 166 210 160 160 160 230
B 2-12 2-12 2-12 2-12 2-12 2-12 2-12 2-14
C 70 85 70 105 80 80 85 125
E 144 138 168 235 215 245 275 385
Fmax 600 1100 1100 1100 1500 1500 1500 1200
Lmax 216 364 360 267 479 498 565 680
amax 116 197 180 165 260 225 285 325
bmax 116 197 180 165 280 273 320 360
dmax 116 168 180 165 225 225 245 320
G 240 248 275 300 385 435 535 675
H 600 1000 1000 1000 1300 1400 1400 1400
| 120 120 120 120 120 120 120 230
J 150 150 150 150 205 235 305 352
K ®33.5 D48 ®33.5 60 D48 48 D48 60
M 4-18 4-18 4-18 4-16 4-18 4-20 4-20 4-26
N 20 19 42 26 47 57 42 85
Q1 140 220 200 300 220 250 370 500
Q2 140 180 140 220 190 200 330 500
R1 _ _ _ —_ _ _ _ _
R2 102 136 172 255 237 270 330 470
S 450 450 450 450 450 650 680 800
550 550 550 550 550 850 900 1200
n 4-018 4-018 8-018 8-018 8-018 8-022 8-022 12-022
od ®125 D125 D160 ®160 ®180 240 ©295 ®350
*hEERS, EHEAERBEEMIA This dimension is only for feference, please confirm it when placing the orde.
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Dmax

DN 100 150 150 200 200 250 250 300
A 160 160 160 160 160 230 230 230
B 2-12 2-12 2-12 2-12 2-12 2-14 2-14 2-12
C 80 80 80 80 80 80 125 140
E 215 245 245 275 275 385 385 440

Fmax 1500 1500 1800 1500 2000 1500 2000 2000
Lmax 485 570 570 570 540 680 680 720
amax 260 245 305 270 310 310 310 375
bmax 280 245 305 300 330 360 360 425
dmax 250 245 305 250 310 310 310 315

G 385 435 435 535 535 675 675 720
H 1300 1300 1500 1400 1600 1000 1600 1700
| 120 230 230 180 230 230 230 250
J 205 235 235 305 305 352 352 386
K D48 D48 D48 48 D48 D60 60 60
M 4-18 4-20 4-20 4-20 4-20 4-26 4-26 6-28
N 47 57 57 42 42 85 85 75

Qi 220 250 250 370 370 500 500 500

Q2 190 200 200 330 330 500 500 500
R1 — — — — — — — 140
R2 237 270 270 330 330 470 470 450
S 450 650 650 680 680 800 800 880
T 550 850 850 900 900 1200 1200 1300
n 8-018 8-022 8-022 8-022 8-022 12-022 12-922 12-022
od 180 240 240 295 »295 350 »350 400

*HSERS, EHEFERBEEZHIA This dimension is only for feference, please confirm it when placing the orde.
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WQ Type Submersible Sewage Pump

LANSHENGROUP

M250A(M250G)~M280A(M280G)HiBRER TR
M250A(M250G)~M280A(M280G) auto coupling installation dimensions table

280N 42505]

M315~M355 8 BRER TR
M315~M355 auto coupling installation dimensions table

DN 250 300 400 400 DN 250 300 400 400 500 500
A 230 230 280 280 A 270 280 280 280 280 280
B 2-14 2_12 2-14 2-14 B 2-14 214 2-14 2-14 2-14 2-14
g 125 140 155 155 c 155 155 155 155 155 155
E 385 440 700 700 E 400 552 700 700 739 739
Fmax 2900 2300 2200 2400 Fmax 2900 3000 3100 3200 3100 3200
Lmax 650 770 740 850 Lmax 650 700 850 1035 955 916
amax 370 375 480 450 amax 370 400 450 640 650 555 w
bmax 450 425 540 560 bmax 450 430 560 705 690 630
dmax 310 375 385 355 dmax 310 340 355 525 650 480 %
G 675 720 855 855 G 680 720 855 855 920 920
H 1200 1100 1200 1200 H 1200 1100 1200 1200 1300 1300 2
| 230 250 400 400 I 400 250 400 450 450 500
J 352 386 455 455 J 357 388 455 455 455 455 E
K ©60 60 ©89 89 K 76 ©89 ©89 ©89 ©89 ©89 "
M 4-26 6-28 6-28 6-28 M 4-26 6-28 6-28 6-28 6-28 6-28
N 85 75 67 67 N 22 58 67 67 94 94
Qi 500 500 640 640 Qi 500 500 640 640 640 640 B
Q2 500 500 640 640 Q2 500 500 640 640 640 640
R1 — 140 265 265 R1 — 180 265 265 265 265
R2 470 450 550 550 R2 470 420 550 550 550 550
s 800 880 900 900 s 800 880 900 900 1000 1000
T 1200 1300 1400 1400 T 1200 1300 1400 1400 1400 1400
12-022 12-022 16-026 16-026 12-022 12-022 16-026 16-026 20-026 20-026
od ©350 ©400 ©515 ®515 od ©350 ©400 ©515 ©515 ©620 ©620

*hEERS, EHRREFERFBRIHIN This dimension is only for feference, please confirm it when placing the orde.
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*HSERS, EHEMERBEEMIA This dimension is only for feference, please confirm it when placing the orde.
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WQ Type Submersible Sewage Pump

BEFRIPRE

Monitoring and control system

HREHREN HREAREN
TCS—&R 4% DI—R 4

TCSsystem with Disystem with
temperature sensor temperature sensor

® FEF Stator I SMZE Oil chamber

® T3k Upperbearing HHLZE &R Base of motor room
® LE#i& Lower bearing $% 3% E Connection chamber

ZEMKYERERIER.
T2 8 9 R 153
A 5 60 5 3 FOR I 12

The successful experience of these years has approved
thatitis able to get reliable hermetical seal monitoring
and temperature monitoring by 24h automatic monitoring
system.

EREKRGTATFHAER, HAIEKEETHNFE
BRAMAMKERS.

The Lanshen submersible pumps are designed for long-term
running, with durable monitoring system, especially suitable
for occasions that require continuous service.

ERRBETRANTHRVUMBEIZN LSRG, ATLUAH
HEMERER, BRTREMTEERIR.

Lanshen provides optimum sealing system and temperature
control safety system, which outputs fault and wear information,
ovoid catastrophic failure of equipment.

TCSEH GREEFD

TCS motor (temperature control) equipment

E2 AL 451 Motor monitoring
BHME—MYREREMRRR. HRNIAMNE
REHERIESHF AT RIR.

Each item of motor is equipped with temperature sensor. When
the motor is overheated, it will send out a warning and cut off
the power supply automatically.

7% 15 1 Bearing monitoring
WREHREEDE, YEMRIAMEENE
WIESHBFTURIR.

The bearing is equipped with temperature sensor. When the
motor bearing is overheated, it will send out a warning and cut
off the power supply automatically.

DI (Z%UK#x) T DI (hermetical seal) device
FHERKENENRTEKABELRNBE.
S5, M132LL Ry AL AR E IR A AWM
fERERS .

Hermetical seal device monitors if there is water immerge in the
oil chamber from axial seal point. Besides, the motor chamber
and connection chamber of motors of M132 above are equipped
with individual sensors.

HMEAEN, DCRBEBRHME, RAEERETI
188 S A 4H B K B AR IR .

Once there is leakage, DI sensor will send out early-warning,
and enable the operator to overhaul in time, this protects the
machine against further breakage.

MRAFE, ERTURMLZRARHE EMBREG. £~
BHATLURHESHEEIER.

Lanshen Company can provide monitoring unit to equip the control
panel atrequest. The sensor also can provide continuous temperature
record.

LANSHENGROUP

ATKRETE., REET

To make the water pump operate reliably and safely

RARAXRAHEN “HERLSK1RT” KRRKLBEEERIEFIE. ZRFIEFHELTE T LIBEBIEHE,
WRHRAEERERIERKATEREETHLEEE. WREERSENEBRREINEHENIZFEAR, HORITM
M. WErZHAFASMEERIRE. wAEBEEEMYBRIPTIGE: B, BE. B, I&H, THIEEL

ARRIPTIEE: BERK. BHERK. BE&ERK. BV EFREAEDTH. HRKBE. TEERIRP. FAHTR
EERBENHEALTH . RENBFAZEEANRBEHINGE, BLENABRCERR, BRENOBEE.

(—) e

1. A

MAKRFITARP CIHEMA. EHE. BRK. BE. BRESRYP) , ITRNEAFEE, BNETRESH
) . AFHMENEHBEHAR.

2, ERSEE
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Our company adopts the special "Lanshen LSK-1 series" water pump and water treatment equipment special control
cabinet. Different from other ordinary electric control cabinets, it is a necessary selection for ensuring long-tome, reliable
and safe operation of auxiliary pumps and equipment. It is elaborately designed by integrating years of experience of
Lanshen and adopting internationally advanced control technology. It has been widely used in many famous projects in
the country. In addition to regular electric protection functions for short circuit, phase failure, phase loss and overloading,
it is also provided with special protection functions: protection against oil chamber water leakage, motor chamber water
leakage, junction box water leakage, motor stator winding overheating, bearing over-temperature, dry operation and
others. Meanwhile, it is also provided with Lanshen's special technical patents: pump motor dew resistant automatic
dehumidifying and controlling functions that can prevent creepage inside the motor and ensure motor insulation.

(1) Electric control cabinet

1. Usage

To automatically protect the water pump (protection against overloading, phase loss, short circuit, leakage, over-
temperature, dehumidifying and etc.), realize unattended and automatic operation and signal output of the pump).
Including two modes such as manual control and automatic control.

2. Application range

a. Ambient temperature 5~40C (special working media can meet design requirements through technology guarantee).

b. Relative humidity of air shall not exceed 90%.

c. Locations without the danger of explosion and the media shall not contain any gas or conducting dust that may
corrode metal and damage insulation.

3. Terminal box

Each set of water pump system can be equipped with a middle terminal box for the middle connection of water pump
and control cabinet. See the schematic diagram for details.

() Liquid level switch

The liquid level switch is flexible and convenient with reliable signals. Itis used for water control in the pump station
and can automatically control the water pump according to the changes of water level.






